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HOSE REELS

Hose Reel - without Hose

Simple and economical. For low pressure applications. Mounts horizon-
tally or vertically.

Features spring loaded axle & brass fittings.

Durable all steel construction.

Hose Air House Max.
Part# Capacity Dia Inlet Outlet Pressure
11365 100 ft. 3/8" 3/8" NPT 3/8" NPT 300 psi

Universal Hose Reel - without Hose

Part# Description

11366 Simple, economical and multi-purpose.
Precision machine brass swivel fitting (1/4" NPT) for leak proof opera-
tion.

Carry handle for portability.

Air Hose Reels - Heavy Duty steel frame

Corrosion resistant powder coat finish.
Features spring tension brake and solid brass swivel.
Mounts on floor, wall or workbench.

Reel Hose Air House Max.
Part# Capacity Dia Inlet Outlet Pressure
11362 100 ft. 3/8" 3/8" NPT 3/8" NPT 300 psi
11363 50 ft. 3/8" 3/8" NPT 3/8" NPT 300 psi

Air Hose Reels - Standard steel frame

Corrosion resistant powder coat finish.
Features spring tension brake and solid brass swivel.
Mounts on floor, wall or workbench.

Reel Hose Air House Max.
Part# Capacity Dia Inlet Outlet Pressure
11367 100 ft. 3/8" 3/8" NPT 3/8" NPT 300 psi
11368 50 ft. 3/8" 3/8" NPT 3/8" NPT 300 psi

Industrial Hose Reel

Part# Description

11369 Heavy Duty steel assembly.
Corrosion resistant powder coat finish.
Ratchet gear locks reel at desired hose length.
3/8" heavy duty industrial grade rubber hose.
Use for air, water, oils or grease.

§ Hose Hose Max.

'E-D- Length Dia Pressure

= 50 ft. 3/8" 300 psi

=

= Air Hose Reel - with Hose

[

— ] Part# Description

% 11370 Wall & floor mounted in a high quality durable reel case.

— Locks at any length.

= Features 1/4" NPT brass fittings.
Hose Hose Max.
Length Dia Pressure
30 ft. 1/4" 300 psi

Sizes are approximate. Specifications subject to change without notice.
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SNATCH BLOCKS

Snatch Blocks with Hook

Part# Pulley Dia. Rope Dia. W.L.L.
80270 3" 3/8" 4,000 Ib.
80271 4-1/2" 172" 8,000 Ib.
80272 6" 3/4" 16,000 Ib.
80273 8" 3/4" 16,000 Ib.
Snatch Blocks with Shackle
Part# Pulley Dia. Rope Dia. W.L.L.
80280 3" 3/8" 4,000 Ib.
80281 4-1/2" 172" 8,000 Ib.
80282 6" 3/4" 16,000 Ib.
80283 8" 3/4" 16,000 Ib.
Snatch Block Tailboards
Part# Pulley Dia. Rope Dia. W.L.L.
80290 3" 3/8" 4,000 Ib.
80291 4-1/2" 172" 8,000 Ib.
80292 6" 3/4" 16,000 Ib.
80293 8" 3/4" 16,000 Ib.
CABLE PULLERS
Designed to lift, stretch, lower or pull heavy loads.
Features double ratchet wheel brake system, and hooks with safety
latches.
Snatch block included.
Part# Capacity Cable Dia. Cable Length Weight
11351 1 Ton 3/16" 6.0 ft. 1.9 kg
11352 2 Ton 3/16" 7.21 ft. 4.3 kg
11354 4 Ton 3/16" 8.53 ft. 5.2 kg
TROLLEYS
Rugged Steel Construction. Lifetime lubricated & sealed bearings.
Proof tested and certified.
Built-in bumper guards.
Use on straight or curved tracks.
Adjustable to various beams.
Part# Capacity Beam Width
80301 1 Ton 2-15/16 — 4-15/16"
80302 2 Ton 3-15/16 — 5-15/16"
80303 3 Ton 3-15/16 — 5-15/16"
80305 5 Ton 4-15/16 — 6-7/8"
BEAM CLAMPS
Rugged Steel Construction.
Proof tested & certified.
Use on straight or curved tracks.
Adjustable to various beams.
Part# Capacity Beam Width
80320 1 Ton 2-15/16 — 8-11/16"
80321 2 Ton 3-1/8 — 12-5/8"
80322 3 Ton 3-1/8 — 12-5/8"
80323 5 Ton 3-9/16 — 12-5/8"

Sizes are approximate. Specifications subject to change without notice.
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LEVER HOISTS

Lightweight, Compact and Portable.

Impact-Resistant, Rugged Steel Body Construction.

Features short, low effort, 360° rotating Handle,

Equipped with Easy Free Chain, Latch-Type Swivel Hooks, and High-
Tensile Alloy Chain.

Rated Chain Min. Handle Test
Part# Capacity Dia. Lift Clearance Length Load
80259 1/4 Ton 3/16" 59" 10-5/8" 10-13/32" 1-5/8 Ton
80260 1/2 Ton 3/16" 59" 10-5/8" 10-13/32" 1-5/8 Ton
80261 3/4 Ton 7/32" 59" 11-13/32" 10-7/16" 1-1/8 Ton
80262 1 Ton 1/4" 59" 12-13/16" 10-7/16" 1-1/2 Ton
80263 1-1/2 Ton 9/32" 59" 14-3/16" 16-1/8" 2-1/4 Ton
80264 3 Ton 11/32" 59" 18-1/2" 16-1/8" 4-1/2 Ton

CHAIN HOISTS

Features:
Steel Formed Case to protect both gear and hand chain wheel slides
against external shock.
Double Cover Protection to stop moisture and dirt from entering into
the hand chain wheel case and the brake cover.
Break Mechanism will activate instantly when operation is stopped,
whether the load is light or heavy.
Double Ratchet Pawls for extra safety. Should one pawl fail, the other
restrains the load.
Powder Metal Bushing to increase mechanical efficiency and reduce
the hand chain pull strength.
Load Chain Guide & Stripper to assure proper fit of load chain to load
sheave. Also protects against dirt and moisture gathering in the load
sheave.
Slack End Anchorage that serves as a limit stopper to prevent any
accidents caused by over-lowering heavy loads.
Grade 80 Alloy Load Chain specially calibrated for hand chain block
usage. All of the load chain meets or exceeds I1SO and DIN standards.
Hot forged, heat treated, swivel hooks with safety latches to en-
sure proper hooking to the load or sling.
Rated Handle Test
§ Part# S.W.L.L. Lift Headroom Effort Load
'G-D- 80250 1/2 Ton 97" 10-3/4" 48 Ib. 3/4 Ton
= 80251 1 Ton 97" 11-3/4" 57 Ib. 1-1/2 Ton
2 80252 1-1/2 Ton 118" 14-3/4" 66 Ib. 2-1/4 Ton
- 80253 2 Ton 118" 14-3/4" 77 b. 3 Ton
) 80254 3 Ton 118" 20-3/4" 77 Ib. 4-1/2 Ton
=
—
El
=
Sizes are approximate. Specifications subject to change without notice.
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MERCHANDISERS

DYNALINE] =&

Professional Quality Products

DYN 00626K
DYN 00627K

 Plan-0-Grams

e

DYN 00051K

DYN 00055K

DYN 00052K
DYN 00053K

DYN 00054K Note: Gondola Shelves not included

www.dynaline.com

Thousands of items in stock!

= MERCHANDISERS = GENERAL HARDWARE

= ASSORTMENTS = CHAIN & RIGGING

= LUBRICATION = FARM HARDWARE INDUSTRIES INC.

= CARGO CONTROL = MATERIAL HANDLING 18043 - 111 Avenue #27, 6535 Millcreek Dr.
= TRAILER & TOWING = HAND TOOLS Edmonton, AB T5S 2P2 Mississauga, ON L5N 2M2
= FASTENERS Tel: 1-877-453-3964 Tel: 1-888-821-3880

L. Fax: 1-877-453-5050 Fax: 1-888-821-3921
We Shlp in 48 hours! mail@dynaline.com ontario@dynaline.com





